
769General Purpose Relay MJN

J SOCKETS (FOR USE WITH 10 AMP, NON--FLANGE MOUNT VERSIONS)
PTF11PC

43.26
(1.70)

39.37
(1.55)

26.16
(1.03)

8.04
(0.317)

3.96
(0.156)

38.10
(1.50)

76.20
(3.0)

9.91
(0.39)

PTF21PC

22.35
(0.880)

7.94
(0.313)

48.08
(1.893)

3.96
(0.156) typ.

41.61
(1.638)

79.91
(3.146)

8.04
(0.317)

39.95
(1.573)



770 General Purpose Relay MJN

PTFPCB

4.57
(0.180)

2.29
(0.090)

13.87
(0.546)

42.85
(1.687)

1.93
(0.076) dia.

22.10
(0.870)

0.91
(0.036)

11.05
(0.435)

21.44
(0.844)

9.94
(0.39)

5.54
(0.218)

3.45
(0.136)

3.68
(0.145) 3.96

(0.156)

42.85
(1.687)

8.05
(0.317)

38.10
(1.50)

22.10
(0.870)

51.56
(2.03)

1.40
(0.055)

4.19
(0.165) dia.

PTF11QDC

42.85
(1.687)

8.64
(0.340)

4.19
(0.165) dia.

38.10
(1.50)

34.93
(1.375)

7.54
(0.297)

3.30
(0.130)

31.75
(1.250)

22.10
(0.870)

51.56
(2.030)

3.18
(0.125)

9.52
(0.375)


